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Case #: ROW-2019-07-00009 & PP & Map P

Planning Commission Public Hearing: Thursday, August 1, 2019
City Council Introduction: Tuesday February 11, 2020
City Council Final: Tuesday February 25, 2020

City Council Request (Ordinance):

Introduction to an Ordinance to Accept final construction plans for the east portion of Commerce Street Improvements, accept
dedication of east portion of Commerce Street (approx. 50'x468’) & Cul-de-sac, and Acceptance of 1 Year performance bond/letter
of credit in the amount of $287,935.00 in accordance with plans and survey by Wm. J. Bodin Jr.; Zoned CH & RM-3
(Case#ROW-2019-07-00009) Recommend approval by Planning Commission

Site Information:

Location (Address): 400 Windrush Dr Council District: City Council District 3
Existing Zoning: CH&RM-3 Future Land Use: Commercial
Existing Land Use: Commerical and Multi famil

Site Description:

Commerce Street (city owned approx 300' & east portion is private) fronts on S. Morrison Blvd. Several commercial business are
located on this street with no turn around access.

Adjacent Land Use and Zoning:

Direction: Land Use/Zoning:
North Commercial/CH
South Commerical/CH
West S. Morrison Blvd
East Apartments/RM-3

Additional Information:

7/17/1984: City Council accepted the dedication of Commerce St by Ord#1077 (50'x300') being the west portion of the street.
11/17/1987: City abandon the east portion of Commerce St by Ord#2033 (50'x478'), keeping the first 300" of Commerce St as public.
Ownership of the east portion of right of way goes to center of said right of way, and is owned by all adjacent property owners,
which have signed a dedication statement.

Private portion (east) of the street is to be improved, adding cul-de-sac, and drainage improvements, then dedicated to the City.
DOTD reviewed and traffic study not required.

Cul-de-sac will allow traffic to turn around on Commerce St
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Findings:

Will this diminish the value of the surrounding properties? No
Will this alter the essential character of the neighborhood? No
Will granting this request be detrimental to the public welfare? No
Light and air? No
Traffic congestion of hazard? No
Overburden existing drainage and utilities? No
Emissions of odors, fumes, gasses, dust, smoke? No
Noise and vibrations? No
Public Hearing:
For: NONE

Against: NONE

Commission Recommendation:

Motion: Recommend acceptance of dedication and 1 year performance bond
For: Matt Sandifer, William Travis, Kylan Douglas, Jimmy Meyer

Against: None

Abstain: NONE

Absent:  Jeffery Smith

Ordinance to Read:

WHEREAS, the Hammond Planning Commission held a public hearing on August 1, 2019 and

1) approved the final construction plans for the east portion of Commerce St. & New Cul-de-Sac (approx. 50'x468' & cul-de-sac),

2) approved final plat and recommended approval to accept the dedication of said east portion of Commerce St. including
cul-de-sac; and

3) recommended acceptance of a 1-year performance bond/letter of credit, all in accordance with final plat and construction plans
by Wm. J. Bodin Jr. pages 1-9 dated 08/06/2019 (Case#ROW-2019-07-00009)

NOW, THEREFORE, BE IT ORDAINED, that the Hammond City Council

1)accepts the dedication of the east portion (approx. 50' x 468') of Commerce St. and new cul-de-sac in accordance with final plat
and construction plans by Wm. J. Bodin Jr. pages 1-9 dated 08/06/2019; and

2) accepts a 1-year performance bond/letter of credit in the amount of $287,935.00 for street repairs, adding new cul-de-sac,
drainage improvements, and sewer repairs to the east portion (approx. 50' x 468' & cul-de-sac) of the right of way being Commerce
St.
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Bl

GENERAT. NOTES

ATI, WORK MUST CONFORM TO THE REQUIREMENTS OF THE CITY OF
AAMMOND, TANGIPAHOA PARISH, AND LA DOTD STANDARD
SPECIFICATIONS FOR ROADS AND BRIDGES (LATEST EDITION) (LSSRB;
AKD ATL GTHER AGENCIES AS ADPLICABLE,

THE T.OCATIONS OF EXISTING UTILITIES SHOWN ON THE PLANS ARE
APPROXIMATE. THE CONTRACTOR SHALL CARFFULLY VERIFY SAME AND

TAKE THE NECESSARY PRECAUTIONS TO AVOID DAMAGE TO EXISTING

UT1LELEHS.

DAMAGHES TO EXISTING STREETS. DRAINAGE, OTHER UTILITY
STRUCTURES, AND RESIDENT PROPERTIES SHATLL BE REPAIRED AT THE
EXPENSE OF THE CONIRACTOR TO ORIGINATL ANIYOR BEITER
CONDITIONS TO THE SATISTACTION OF THE OWNERS.

CONTRACTOR SIHALL NOT DAMAGE TREES TO REMAIN ITF  DAMAGED.
CONTRACTOR SHALL RFPLACE AT HIS OWN COST. THE CONTRACTIOR
SHATL PROVIDE A LOUISIANA IICENSEDL: ARBORIST TGO TPERFORM
NECESSARY TREE TRIMMING, ROOT PRUNING, OR RECOMMENDATION OF
REMOVAL OF ANY TREE GREATER THAN 12" CALIPER PRIOR TO
BEGINMING EXCAVATLION, CONTRACTOR SHALL USE A CHAIN 5AW TO
CUT ROOTS AND TREES EXPOSED DURING EXCAVATION AND
COORDINATE WITH OWNER. CONTRACTOR SHALL NOT BREAK ROOQTS BY
PUILING THEM WITH DIGGING MACHINES. ROOTS AND BRANCH
PROTECTANT SHALL BE SPRAYED OR. PAINTED ON BRANCHES OR ROOTS
WHICH HAVE BEEN CUT.

FROTECT ALL EXISTING TREES, PLANTING AND LAWNS FROM DAMAGE.
ALL STREET SIGNS, FENCES, SHRUBBERY, LETC. RELOCATED DURING
CONSTRUCTION SEALL BE RETURNED TO THEIR ORIGINAL LOCATION AND
N ORIGINAL CONDITIONS UNLESS OTHERWISE DIRECTED BY THE
ENGINEER. STATE AND PARISH REGHTS-OF-WAY AND ALL SERVITUDEES
SHALL BE CLEARED OF ALL TREES AND QNSTRUCTIONS.

CONTRACTOR SHALL BE RESPONSIBLE FOR DESIGK SERVICES, SUPPLYING
MATERIALS, AND LABOR NECESSARY TO PROVIDE SHEETING, SHORING,
AND BRACING OR SUPPORIS AS REQUIRED TO PROVIDE SAFE WORKING

CONDITIONS FOR CONTRACTOR’S PERSONNEL AND TO PROVIDE FOR -

FROTECTION OF UTILITIES, BUILDINGS, LEVEES, AND STRUCTURES. TT
SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO COMPLY
WITH THESE REQUIREMENTS. TIE CONTRACTOR SHALL FROVIDE AN
ADEQUATE SYSTEM TO WITHSTAND LATERATL PRESSURE. SHLUET DESIGN
AND INSTALLATEON SHALL BE INCLUDED IN THE COST OF THE PIPE OR
STRUCTURAL INSTALLATION. '

COMMMERCE STREET IMPROVEMENTS

CITY OF HAMMOND, PARISH OF TANGIPAHOA, STATE OF LOUISIANA
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18.

o

GENERAL NOTES

NOTIFY CIVIL ENGINEER IMMEDTATELY TO DETERMINE ANY REQUIRED
ADJUSTMENTS.

ALLELEVATIOINS REFER TO QWNER-PROVIDED SURVEY.

ALL AREAS DISTURBED BY CONSTRUCTION SHAILI BE HYBDRQO-SEEDED
UNLESS RECRIVING NEW TANDSCAPING,

PAVEMENT NOTES

I AREAS TO RECEIVE PAVEMENT, THE SUBGRADE SHALE BE EXCAVATED
AND HAULED OFF TO A DEPTH NECESSARY TO REMOVE NON-
STRUCTURAL FILL, ROOTS, ORGANICS AND OTHER DELETERIOUS
MATERIALS. ALL BEXCAVATION AND BACKFILL FOR PAVEMENT WORK
SHALL EXTEND AT LEAST ONE (1) FOOT BEHIND FCOTFPRINT OF
FPAVEMENT. TilE AREA SHALL THEN BE PROOF ROLLED TO IDENTIFY AND
WEAK SPOTS PRIGR TO PLACTNG BASE COURSE. PROOF ROTLING SHALL
GCCUR WITHIN 48 HCURS OF THE PLACEMENT OF FILL OVER EXISTING
SUBGRADE.

ALL BUBGRADE MATERIAT WHICH WILL NOT SATISFACTORILY COMPACT
SHALL BE REMOVED AND REPLACED WITH STRUCURAT FILL THAT WILL
COMPACT SATISFACTORILY. TOP 12 INCHES SHALL BE COMPACTED TO
93% STANDARD FROCTOR. WHERE THE SUBGRADE IS OF NON-UNIFORM
COMPACTED NATURE, IT SHALL BE SCARIFIED IO A DEPTH OF AT LEAST 6
INCHES FOR ITS FULL WIDTH AND THE MATERIAL SPREAD AND BEROUGHT
TO LLINE AND GEADE AND COMPACITED AS SPECITIED ABOVE.

BASE COURSE FOR CONCRELE PAVEMENT SHALL CONSISIT OF 12 INCHES
{(MIN} OF SELECT SAND FILL BEING NON-PLASTIC AND FREE OF ROOTS,
CLAY LUMPS AlND GTHER DELETERIOUS MATERIALS WITH KO MORE
THAN 10% BY WEIGHT OF MATFRIAL PASSING THE N(. 200 STEVE (AASHTO
A-3 OR BETTER}. BASE COURSE FOR CONCRETE SIDEWALKS SHALL BE 6
TNCHES THICK (MIN.} OF SAME SELECT SAND FTL.

BASE COURSE SHALL BE PLACED IN LOOSE LIFT3 NO GREATER THAN 6
INCHES IN THICENESS AND COMPACTED TO 95% OF ITS MAX. DRY
DENSITY NEAR £2% OPTIMUM MOISTUEE CONTENT ACCORDING TO ASTM
D&9s,

PORTLAND CEMENT CONCRETE PAVEMENT SHALL BE IN ACCORDANCE
WITH SECTION 901 OF THE L3SEB FOR TYPE B CONCRETE AND SHALL
ATTAIN A MNIMUM COMPRESSIVE STRENGTH OF 4000 PSIFOR 28 DAYS.
CONCRETE FOR. SIDEWALKS BHALL ATTAIN A MINIMUM COMPRESSIVE
STRENGTH OF 3000 PSIFOR 28 DAYS.

CONCRETE PAVEMENT FOR PARKING AND DRIVES SHALL HAVE A
MEDIUM-TO-FINE TEXTURED BROOM TYPE FINISH. CONCRETE
SIEWALES SHATT. HAVE A LIGHT BEROOM-TEXTURED FINISH.

20. CONTRACTOR SHATL BACKFILL AND GRADE BEHIND CONCREYE
SIDEWALEKS TO ALLOVW FOR POSITIVE DRAINAGE AWAY FROM ALL
BUILDINGS.

REQUIRED TESTING SERVICES °

THE FOLLOWING TESTING SERVICES SHALL BE PERFORMED BY AN
TWOEPENDENT TESTING COMPANY AS SELECTED BY THE ENGINEER/OWMER TG
ENSURE CONFORMANCE WITH THE PLANS AND SPECIFICATIONS. ALI FEES
ASSOCIATED WITH REQUIRED TESTING SHALL BE PAID FOR DIRECTLY BY THE
CONTRACTCR.

1. BASE COURSE/STRUCTURAL FILIL:

A. PICK-UP OF SAMPLES OF PROPOSED BASE COURSE MATERIALS,
INCLUDING BEDDING AND BACKFILL MATERIAL FOR DRAINAGE PIPE AND
STRUCTURES.

B. INIAB GRADALION AND PROCTOR TESTING OF SAMPLES FOR
CONFORMANCE WITH SPECIFICATIONS.

C. IN-FIELD NUCLEAR DENSITY TESTING OF FILL (MIN. 4 TESTS PER 200 SQ.
YDS. PER LIFT OF SECTION TO BE POURED).

D. IN-FIELD NUCLEAR DENSITY TESTING OF DRAINAGE PIPE/STRUCTURE
BEDDING AND BACK¥ILY. (MIN. I TEST PER 250 LINEAR FEET PER LIFT OF
EACH MATERTAL). |

2. CONCEETE PAVEMENT:

A, REVIEW OF ALL CONCRETE MIX DESIGNS PROPOSED FOR USE ON PROJECT.

B. OBTAINING AND TESTING ONE (1) 5ET OF CYLINDERS (4 PER SET) FOR
FACH 50 CU. YDS. OR PORTION TIIERECT PER. DAY. ONE (1} CYLINDER
SHALL BE BROKEN AT SEVEN (7) DAYS AND THE OTHER TWO (2) SHALL RE
BROKEN AT TWENTY-EIGHT (28) DAYS. ONE (1) CYLBNDER SHALL BE KEPT
IN RESERVE.

3. ANY OTHER TESTS SPECIFIED ON DRAWINGS OR SPECIFICATIONS AND AS
DIRECTED BY ENGINEER TO ENSURE CONFORMANCE WITH PLANS AND
SPECIFICATIONS.

SEWER AND WATER NOTES

o
B

GRAVITY SEWER PIPE SITALL BE POLYVINYL CHLORIDE GASKET JOINT
CONFORMBNG TQ ASTM D3034 8DR 35. RUBBER GASKETS SHALL BE ASTM
D1i8s9.

2. WATERLINES 3 INCH Dia, AND SMATLER SHALL BE PVC CLASS 200
MEETING ASTM D224] SPECIFICATION WITH BELL ANI SPIGOT RUBBERT
GASKET JOINTS. FITTINGS SHALL BE #vC COMPATIBLE WITH PIPE.

]
i

PVC WATERLINES > 37 SHALL BE POLYVINYL CHLORIDE GASKET JOINT
CLASS 180 (SDR 25} TYPE |, GRADE 1, ASTM D2241 . WATH “FLETD TIGITE”

CONTRACTOR  SHAIL RE-GRADE ALl AREAS AFFECTED BY
CONSTRUCTION 10 PROVIDE POSITIVE DRAINAGE. WORK SHALL BEIN A
WORKMAN LIKE MANKER AMND IN ACCORDANCE WITHE AT
REQUIREMENTS. IF CONTRACTCOR DETERMINES THAT ANY AREAS
AFFECTED BY CONSTRUCTION CANNOT BE RE-GRADED TO DRAIN,
CONTRACTOR SHALL DOCUMENT (IE., TAKE ELEVATIONS, PICTURES,
LTC.) BXISTING CONDITIONS FRIOR TO CONSTRUCTION.

ATT. DRIVEWAYS DISRUPTED BY EXCAVATION SITALY, BE RESTORED
USING LIKE MATERIAL TO ORIGINAL OR BETTER CONDITION.

CONTRACTOR SHALL GIVE THOSE AFFECTED BY CONSTRUCTION 24
HOURS NOTICE PRIOR TO DISRUPTION OF DRIVEWAYS. DRIVEWAYS AND
STREETS SHALL NOT REMAIN CLOSED OVERMIGHT.

CONTRACTOR. SHALIL NOTIFY THOSE AFFECTED BY COKSTRUCTION 24
HOURS PRIOR TO DISRUPTION CF WATER, SEWER AND OTHEER UTILITY
SERVICE. TTILITY SERVICES SHAIT BEE PROMPTLY REPAIRED AND NOT
REMAIN QUT OF SERVICE CVERNIGHT.

CONTRACTOR. SHALL AT ALL TIMES CONDUCT HIS OPERATIONS AS TO
ENSURE THE LEAST INCONVEMIENCE TQ THE GENERAIL PUBLIC AND
ADTACENT PROFERTY OWNEKS.

be|

10,

ASPHATTIC CONCRETE PAVEMENT ITEMS 1 AND 2 ABOVE SHAEL APPLY
FOR SUBGRADES FOR ASPHALTIC PAVEMENTS.

ASPHALT CONCRETE SHALT BE TN ACCORDANCE WITH LOUISIANA
STANDARDS SFECIFICATIONS FOR ROADS AND BRIDGES, SPECIFICATLY
DOTIFS TYPE 2 WEARTNG COURSE.

JOINT LAYOUT SHOWN ON DRAWINGS IS SUGGESTED. ALL JOINTS ARE TO
BE USED WHERE SHOWN ON THE DRAWDNGS OR AS DIRECTED BY THE
ENGINEER. CONCRETE PANELS SHALL NOT EXCEED TWELVE (12YFEET IN
ANY DIRECTION AS SHOWN ON THE PLANS.

PAVEMENT SHAIL BE NOT OPENED TO TRAFFIC ARTER PLACEMENT UNTIL
DESIGN STRENGTH IS MET WITHGUT THE APPROVAL OF THE ENGINEER.

. ALL DRATNGE AND SEWER STRUCTURES WITHIN THE PAVEMENT AREA

SHALL BE BOXED OUT WITH EXPANSION JOINTS.

12, NO CONCRETE SHALL BE POURED WITHOUT THE SERVICES OF THE

TESTING LAE TECHNICIAN TO WITWESS THE POUR, MAKE SLUMEP TESTS
AND MAKE TEST CYLINDERS.

, IMMEDIATELY AFTER COMPLETION OF FINISIING OPERATIONS AND AS

SCON AS MARRING OF CONCRETE WILL MOT OCCUR, THE FAVEMENT

COUPLINGS CONFORMING TO ASTM D784 RUBBER GASKETS SHALL BE
ASTM D1869. FE WATERLINES SHALL BE IN ACCORDANCE WITH AWWA,
€006, AND DR11.

4. CONCRETE THRUST BLOCES SIIALL BEINSTALLED AT ALT FITTINGS,
BENDS, TEES AND DEAD ENDS ON ALL WATERLINES.

5. CONTRACTOR. SHALL USE TRANSHTIONAL COUPLING FOR PE TC PVC
CONNECTIONS.

{541

. PARALILEL WATERLINES AND SEWERS (INCLUDING GRAVITY AND FORCE
MAINS} SHALL BE LAID IN SEPARATE TRENCHES NOT LESS THAN 10 FEET
APART HORIZOGNTALLY., CROSSING WATER AND SEWER LINES SHALL
HAVE A MINIMUM VERTICAL SEPARATION OF 18 INCHES, THE WATER
LINE SHATL BE LAID HIGHER IN ELEVATION THAN THE SEWER LINE.

7. CONTRACTOR SHALL INSTALL RESTRAINED JOINT PIPE (20" MIM.) ON EACH
STOE OF ALL FITTINGS FOR WATERLINE.

E. BURIED VALVES, INCITIDING 2 TNCH VAT CES, SHATL [TAVE A THREL PILCE
CAST IRON VALVE BOX INSTALLED AND ADJUSTED TO FINISHED GRADE.
BURIED VALVES SHALL HAVE AN AWWA OPERATING NUT AND ABOX
COVER LARELED “WATER”. EACH VALVE BOX SHALL HAVE A 24 INCH
SQUARK OR 24 INCH ROUND BY 4 INCH THICK CONCRETE PAD, EITHER

A.  CONTRACTOR SHALL PROVIDE ACCESS TO COMMERCIAL/INDUSTRIAL SURFACE SHALL BE CURED BY COVERING WITH A WHITE PIGMENTED CAST IN PLACE OR PREFADBRICATED AND ADJUSTED 10 FINISHED GRADE.
PROPERTIES AT ALL TIMES. CURING COMPOUND IN CONFORMANCE WITH DOTD STANDARD
SPECIFICATIONS FOR ROADS AND BRIDGES LATEST EDITION. 9. WATER LINES SHALL BE DISINFECTED [N ACCORDANCE WITH LAC51: XIL353A
B. CONTRACTOR SHALL PROVIDE ACCESS TO RESIDENTIAL PROPERTIES AT . ' AND APPROVED BY THE LOUISIANA DEPARTMENT OF HEALTH AND
ALL TIMEBS. VEHICULAR ACCESS SHALL BE PROVIDED AS DIRECTED BY 14. JOINT SEALER SITALL BE TN ACCORDANCE WITH SECTION 115.02 OF DOTD HOSPITALS BEFORE BEING PLACED INTO SERVICE.
ENGINEER. UPON APPROVAL BY ENGINEER, VEHICULAR ACCESS MAY STANDARD SPECIFICATIONSS FOR ROADS AND BRIDGES (LATEST
BE LIMIIED DURING PAVING OF DRIVEWAYS., CONTRACTOR SHALL EDITION}. THE SEATANT AND BACKER MATERIALS SHALL BE APPROVED 10, BRASS FITTINGS SHALL BE MUELLER.
CONTACT AND ADVISE ALL AFFECTED PROPERTY OWNERS. PRODUCTS LISTED IN DOTD'S QUALIFIED PRODUCT LIST 67.
11. BLUB IDENTIFICATION TAPE AND TRACER WIRE SHALL BE USED ON ALL
12. CONTRACTOR SHALL COORDINATE AND PAY FOR THE DE-ENERGIZING 15. JOINTS ENDING AT CURVES SHALL BE CARRIED ONTO THE CURE AND BURIED SERVICE WATERLINES PROVIDING POTARLE WATER. RED
AND RE-ENERGIZING OF POWER LINES FOR CONSTRUCTION PURPOSES AS PAVEMENT AT RIGEHT ANGLES TO THE TANGENT AT THAT POINT. IDENTIFICATION TAPE AND TRACER WIRE SHALL BE USED ON ALL BURIED
REQUIRED BY L.OCAL, STATE AND FEDERAL AGENCIES. : FIRE PROTECTION WATERLINE. IN ADDITION, ALL FIRE PROTECTION
16. AN APPROVED TESTING LABORATORY, SELECTED BY TEE CWNER, SHALL WATERLINE AROVE GROUND SHALL BE PAINTED RED TO DISTINGUISH IT
13. CONTRACTOR SHALL BRACE UTILITY POLES ADJACENT TO EXCAVATION. BE RETAINED BY THE CONTRACTOR AND SHALL PROVIDE ALL REQUIRED FROM POTABLE WATERLINE. -
BRACING SHALL REMAIN IN PIACE AFTBR BACKFILLING UNTIL TESTING. TEST REPORTS MUST BE FURNISHED TO THE ENGINEER AND
COMPACTION STANDARDS HAVE BEEN MET. COMPLETE WORK CONTRACTOR. 12, CONTRACTOR SHALL COORDINATE ALL UTILITY TIE-INS WITH THE CITY
PROMPTLY ONCE EXCAVATION HAS BEGUN ADJACENT TO POLES. OF HAMMCNT WATER AND SEWER DEPARTMENT.
_ 17. CONTRACTOR SHALL PROVIDE MEANS FOR TEMPORARY DRAINAGE .
14 IT IS THE CONTRACTOR’S RESPONSIBILITY TO COORDINATE DIRECTLY DURTNG CONTRUCTION.
WITH THE APPROPRIATE UTILITY COMPANIES TO HAVE THE UTILITIES Lo
RELOCATED. 18. CONTRACTOR SHALL INSTALL CONCRETE SIDEWALK AT GRADES SHOWN & S/
ARD SHALL COMPLY WITH ALL APPLICABLE ADA STANDARDS. A @ 1,
15, BACKFILL ALL UTILITY CROSSINGS, EXCAVATION UNDER THE ROADWAY o\
AND SHOULDER WITH GRANULAR MATERIAL. 1. CONTRACTOR SHALL ADJUST GRADE BREAK LOCATIONS OF SIDEWATKS WILLIAM J. BODIN_JR.
TO COMNCTDR WITH NECESSARY JOINT SPACING AS LONG AS ADA s e /’/
16. PRIOR TO PRE-CONSTRUCTION MEETING THE CONTRACTOR SHALL VERIFY REQUIRTMENTS ARE MET. ) EI)?OFESSIONAL ENGINEEQI:?) A W, . 08—06-19
EXISTING ELEVATIONS AND TIDINS. IF DISCRUPANCIES ARE FOUND. MANDATORY: 2 N _
' CONTRACTOR MUST CALL ONE CALL (811) BEFORE DIGGINGI £, / Q}\% WILLIAM J. BODIN, JR. C.E./P.LS. DATE
W ENGINE LA. REG. NO. 4253
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From: webb Anderson [mailto:webb@spanglerengineering.com]

Sent: Wednesday, August 7, 2019 10:13 AM

To: Tracie Schillace <schillace_tc@hammond.org>

Cc: Cyril Gaiennie <gaiennie_cc@hammond.org>; Heather Alvarez <alvarez_ha@hammond.org>
Subject: RE: Commerce St.

Tracie:
We approve of the construction drawings and cost estimate for the Commerce Street improvements.

Thanks,
Webb

From: Tracie Schillace <schillace tc@hammond.org>

Sent: Tuesday, August 06, 2019 2:11 PM

To: Webb Anderson <webb@spanglerengineering.com>

Cc: Cyril Gaiennie <gaiennie cc@hammond.org>; Heather Alvarez <alvarez_ha@hammond.org>
Subject: FW: Commerce St.

Importance: High

Webb,

Can you help me with this?

| need a letter approving Commerce Street construction drawnings.

| also need to know if the cost estimate is in line because they will be posting a bond.
| cant move forward until | get this information from your office.

Your prompt attention is appreciated.

Thank you,
Tracie


mailto:schillace_tc@hammond.org
mailto:webb@spanglerengineering.com
mailto:gaiennie_cc@hammond.org
mailto:alvarez_ha@hammond.org

Draft Performance Bond/Letter of Credit to cover all infrastructure improvements for east
portion of Commerce St.

Completed & Issued Bond/Letter of Credit to be received once passing of City Ordinance
to start effective date of Bond.

Final Plat not be recorded until Issued Bond/Letter of Credit is received.

Performance Bond/Letter of Credit to be replaced with 10% 2 Year Maintenance Bond
once work has been completed, inspected, approved, and accepted by Planning
Commission & City Council

Irrevocable
Standby Letter of Credit:
Issue Date:

$287,935.00

Expiration Date:
Expiration Place: Hammond, LA

Account of:

Name
Address
City, State

Beneficiary:

City of Hammond

310 East Charles Street
Hammond, LA 70401

Gentlemen:

We hereby establish our Irrevocable Standby Letter of Credit No. in your favor for the account
of , in an amount not exceeding Two Hundred Eighty Seven
Thousand Nine Hundred Thirty Five Dollar and No/100 Dollars ($287,935.00) available by your
draft(s) at sight drawn on The First, ANBA, for the construction of street and drainage repairs on
Commerce Street.

Draft(s) must be presented at our office in Hammond, Louisiana, on or prior to and
must bear, upon the face, the clause “Drawn under The First, ANBA, Hammond, LA, Irrevocable
Standby Letter of Credit No. dated



Draft(s) must be accompanied by:

1. This original Letter of Credit; and

2. Request for payment hereunder purportedly signed by the Mayor of the City of Hammond
substantially in the form of the Sight Draft attached hereto as Exhibit A; and

3. Certificate purportedly signed by the May of the City of Hammond, certifying that

is in default of its obligation to the City of Hammond for the completions of

street and drainage repairs on Commerce Street in accordance with the City of Hammond
plans and specifications.

We hereby agree with you that draft(s) drawn under and in compliance with the terms of the Letter
of Credit will be duly honored on delivery of specified documents not later than 2:00 p.m. to The
First, ANBA, 1300 West Morris Avenue, Hammond, LA , ATTN: Letters of Credit, if presented
on or before the above mentioned date.

This Letter of Credit is not transferrable.
This credit is subject to International Standby Practices, ISP 98, a publication by the Institute of

International Banking Law and Practice, bearing International Chamber of Commerce (ICC)
Publication No 590.

Ronnie Fugarino
Executive Vice President of the LA Region
The First, ANBA



EXHIBIT A
DRAFT

$ (DATE)

At Sight
Payable to the order: City of Hammond

In the amount of U.S. Dollars ($ )

Drawn under The First, ANBA, Hammond, LA, Irrevocable Standby Letter of Credit No. dated

To: The First, A National Banking Association
Hammond, LA

City of Hammond

By:

Pete Panepento, Mayor
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